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SPECIFICATION: 
 

   

MODEL NO. MX33R                TYPE Bluetooth 5.0 + 2.4GHz 

MP DATE 2018 -11 - 20 Patent No  ZL 2018 3 0414 838.4 

Product Photo 

 
 
 
 
 
 
 

Classify Item Specification / Parameter Item Specification / Parameter 
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Mouse Type 2.4GHz Wireless  Number Of Keys 7 Keys 

Battery Type 2 * AAA alkaline battery Mouse Size (L * W * H) 106*71*42mm 

Operate LED LED Indicator（Red - Green） Mouse Wight 65 ± 5g 

DPI Button Yes – 4 Level DPI USB Receiver Weight 2 ± 0.5g 

MCU HS6620B Optical Sensor PAW3212DB-TJDT 

DPI Switch 
800-1200-1600-2400 
Default DPI 1200 

Sensor Max 
Acceleration 

10G 

Report rate 125HZ Sensor Speed 30 Inches Per Second 

R/L Main Button 
5 million repetitions– Silent 
key 

Working Distance 8 - 10 Meters 

Scrolling Wheel 
1 (300K encoder) 
10 million repetitions of 
Middle Button 

Battery Life 
Up To 120 Days 
Battery indication: Low 
battery 

2 Side Button 3 million repetitions DPI Button 1 (3 million repetitions) 

On/Off Button 
Slider Switch - 10K 
repetitions 

Paring Button 1 (300K repetitions) 

Logo Printing Illumination N/A 
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OS 
Compatibility 

Windows 8, 10   
Android 5.0 And above 
IOS13 And above,  
Mac OS X 10.10 And above 

2.4GHz 
Compatibility 

Windows XP, 7,8, 10 And 
above,  
Android 4.4 And above, 
iOS13 And above,  
Mac OS X 10.5 And above,  
Chrome OS  
 
Hardware requirements： 
USB A Port 

Mouse 
Operating 
Voltage 

DC1.8-3.2V 
USB Receiver 
Operating Voltage 

USB 4.5V to 5.25VDC 

Operating 
Current 

≤15mA 
USB Receiver 
Operating Current 

25mA 

Operating 
temperature 

0～45℃ Storage temperature -20～+60℃ 

Operating 
humidity 

20～90% Storage humidity ≤93% (40℃) 

Operating 
temperature 

0～45℃ Storage temperature -20～+60℃ 

 
Operating 
humidity 

20～90% Storage humidity ≤93% (40℃) 

 
 
 
 
 
 
 
 


